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Operating Manual

o Multi-input type selectable

* Multi-dialog alarm function

e Cooling fan malfunction detection

o Auto output or manual output selectable

* High and low output limit settable

o Soft-start / kick start time settable

e Power frequency 50/60Hz auto-detect

o Zero cross control or phase control selectable
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Protection fuse 40A. 63A. 80A.
Surge current duration 410A 1200A 1500A
Min. block voltage 600VAC 800VAC
Cooling fan 80x80/12VDC
Main power supply 180 - 440VAC 50/60Hz 280 - 550 VAC 50/60Hz
Aux. power Supp[y 220 VAC = 20% 50/60HZ

[TPS series] (Three Phase 3 Circuts)
Model TPS3-40 | TPS3-60 | TPS3-80 | TPS3-100| TPS3-125|TPS3-160 | TPS3-200
Rated current 40A max.| 60A max.| 80A max.| 100A max|125A max. 160A max.|200A max.
Protection fuse 40A. 63A. 80A. 100A. 125A. 160A. 200A.
Surge current duration 500A 1000A 1500A 1600A 2000A 2250A 5400A
Min. block voltage 1600VAC
Cooling fan 80x80/12vDC l 120 x 120/ 230VAC

180 - 440VAC 50/60Hz 280 - 550 VAC 50/60Hz
220 VAC = 20% 50/60HZ

Main power supply
Aux. power supply

€ General data

Leakage current 25 mA max.
Surge resistance Over 4KV
Noise resistance + 2KV/1us

Input method 4~20mA/0~20mA/1~5V/2~10V/0~5V/0~10V or VR-10k2 selectable

Zero cross control or phase angle control selectable ;

Control method Excluding EPS2-000 & TPS2-000

Output control Auto output or manual output selectable
Outputrange 0~100%
Input resolution 0.39%

0~100% (L.000~L.100) settable
0~199% (H.000~H.199) settable
0~199sec (t.00~t.199) settable
Over 2.5KV
Over 100MQ /500VDC
- 20C~+ 80°C ; 35~85%RH
Intensive PC+ABS (UL-94V0)

Output low limit
Output high limit
Soft start
Dielectric strength
Isolation strength
Operating temp
Housing material
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